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1. Long plate- security handle 

Classification according DIN 18257:2003-03: 

DIN 18257 ES 2-L 

Classification according DIN EN 1906:2012-12: 

4 7 - B1*) 1 4 3 U Stainless steel version 

4 7 - D1*) 1 4 3 U 
Plastic version 

Aluminium version 

 

2. Long plate- security handle with core extraction protection 

Classification according DIN 18257:2003-03: 

DIN 18257 ES 2-L-ZA 

Classification according DIN EN 1906:2012-12: 

4 7 - B1*) 1 4 3 U Stainless steel version 

4 7 - D1*) 1 4 3 U 
Plastic version 

Aluminium version 

 

3. ECO aluminium profile handle 

Classification according DIN 18257:2003-03: 

DIN 18257 ES 2-L 

Classification according DIN EN 1906:2012-12: 

4 7 - B1*) 1 4 3 U Stainless steel version 

4 7 - D1*) 1 4 3 U 
Plastic version 

Aluminium version 

 

4. ECO aluminium profile handle with core extraction protection 

Classification according DIN 18257:2003-03: 

DIN 18257 ES 2-L-ZA 

Classification according DIN EN 1906:2012-12: 

4 7 - B1*) 1 4 3 U Stainless steel version 

4 7 - D1*) 1 4 3 U 
Plastic version 

Aluminium version 

 

5. Long plate-combined-security handle 

Classification according DIN 18257:2003-03: 

DIN 18257 ES 2-L 

Classification according DIN EN 1906:2012-12: 

4 7 - B1*) 1 4 3 U Stainless steel version 

4 7 - D1*) 1 4 3 U Aluminium version 
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6. Long plate-combined-security handle with core extraction protection  

Classification according DIN 18257:2003-03: 

DIN 18257 ES 1-L-ZA 

Classification according DIN EN 1906:2012-12: 

4 7 - B1*) 1 4 2 U Stainless steel version 

4 7 - D1*) 1 4 2 U Aluminium version 

 
*)  The 4. digit is only for 9 mm square for fire- and smoke protected. 

   For other squares (8 mm, 8,5 mm, 10 mm) the classification must change as: 

   0      

 

 

Alternative Equipment 

1. Inside plate 

By security handles type ES 2 the horizontal bars “ECO EPN 900 IV” and “ECO EPN 2000 III” can be used. 

The results are based on the MPA NRW test reports no. 120004937.01 and 123000586.01. 

 

2. Core extraction protection 

By security handles type ES 2 an asymmetrical core extraction protection can be used. 

The results are based on the MPA NRW test report no. 123000161.01. 


